


FICHA TECNICA | FICHE TECNIQUE | TECHNICAL DATASHEET
PAS NIVELADORAS PARA TRATOR (TRA
LAMES NIVELEUSES POUR TRACTEUR (Al
LEVELING BLADES FOR TRACTOR |

g W ¥ PNH

MODELO MODELE MODEL PN1.4 PN 1.6 PN 1.8 PN 2.0 PN25 PNH20 PNH25 PNH3.0
CcODIGO CODE CODE 47013010C 470130125 47013011C 470130111 470130112 470130121 470130122 470130123
POTENCIA NECESSARIA (hp) | PUISSANQMECESSAIR) | REQUIRED POWER) 20-40 +45 +50 +50 + 80 +80 +90 +100
F)LARGURA DE TRABAUHD | F)LARGEUR DE TRAVAIL | F)WORKING WIDTrh) 1.40 1.60 1.80 2.00 2.50 2.00 2.50 3.00
E)ALTURA DA LAMINA (m) E)HAUTEUR DE LA LAWMHE | E)BLADE HEIGKT) 0.45 0.60 0.60 0.60 0.60 0.60 0.60 0.60
A)DESLOCAMENTO LATERAL| A)DEPLACEMENT LATERAL A)LATERAL DISPLACEMENT ~ --- 0.40 0.40 0.40
B)ROTAGAO HIDRAULICA B)ROTATION HYDRAULIQUE B)HYDRAULIC ROTATION 60° 60° 60° 60° 60° 60° 60° 60°
C)INCLINAGAO HIDRAULICA | C)INCLINAISONYDRAULIQUE C)HYDRAULIC TILTING 30° 30° 30°
COMANDO A DISTANCIA3 | COMMANDE BISTANCE 3 | 3 LEVERS REMOTE CONTR( OK OK OK
ALAVANCAS (CABOS) LEVIERS (TELEFLEXIBLES) = (FLEXILBE CABLES)

LIGACOES HIDRAULICAS RACCORDS HYDRAULIQUE{ HYDRAULIC CONNECTIONS 1 1 1 1 1 1 1 1
NECESSARI@RJPLO EFEITO) | NECESSAIRES (DOUBLE EF REQUIRED (DOUBLE EFFEC

ENGATECAVILHAS DE 3° ATTELAGEBOULONS 3éme | COUPLINGPINS 3rd POINT

PONTO CAT. I/l POINTCAT. I/l CATII OK OK OK OK OK OK OK OK
INVERSAO 360° DA LAMINA | INVERSION 360° DE LA LAM| 360° INVERSION THE BLADE

(TRABALHOS EM MARGHA | (TRAVAIL EN MARGHE (WORK IN PROGREBEAR) OK OK OK OK OK OK OK OK
PESO (kg) POIDZkg) WEIGHTKg) 195 225 290 320 390 500 550 740

NOTAS | NOTES | NOTESor do Equipamentd/ermelho RAL 3020Couleur de I'EquipemenRouge RAL 302MMain Color of EquipmentRed RAL 3020




